Fig. 1 




Central Processor keeps 

track of Queue and 
counts down as visitors 
check in to ride 
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Fig. 2 
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Fig. 3 




Central Processor keeps 

track of Queue and 
counts down as visitors 
check in to ride 
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Patron requests an ID 
Number 





Central Processor only 
uses Queue to predict 
new countdown times 
and increment ID's 




Central 
Processor (CP) 
Increments 
Queue 
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Device indicates to' 
Patron to travel to , 
ride 




Patron Looks at Ride Lanes 
to determine Lane 
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Patron Scans in Device in 

Appropriate Lane; If 
appropriate gate lets her in. 



Fig. 7 
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Patron Reviews 
displays 80 and 
chooses seat 
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Patron requests an ID 
Number (walks through 




Central 
Processor (CP) 
Increments 
Queue _ 



Central Processor only 
uses Queue to predict 
new countdown times 
and increment ID*s 
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Device indicates to 
Patron to travel to 
ride 
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Patron 
travels 
to Ride 
location. 



Patron Looks at Ride Lanes 
to determine Lane 



79a 



Patron Scans in Device in 

Appropriate Lane; If 
appropriate gate lets her in. 
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Fig. 8 



Patron Reviews 
displays 80 and 
chooses seat 
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Patron requests an ID 
Number (walks through 
gate) 





Receiver 
transmit 
Unique ID to 
CP 





Central 
Processor (CP.) 

Increments 
_ Queue 




Device indicates to 
Patron to travel to 
ride 




Patron Looks at Receiver to 
see what ride seat they 
chosen 
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Patron Scans in Device in 

Appropriate Lane; If 
appropriate gate lets her in. 
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Fig. 10 





Receiver 



Receiver 



